
 

 Reporting Criteria  for 
Truck and Bus Crashes 

 

 
IF THIS CRASH INCLUDES: 
at least one motor vehicle in-transport operating on a trafficway open to the public, which results in: 
 
A FATALITY:       Any person(s) killed in or outside of any vehicle (truck, bus, car, etc.) involved in the crash or who dies within 30 

days of the crash as a result of an injury sustained in the crash, OR 
AN INJURY:        Any person(s) injured as a result of the crash who immediately receives medical treatment away from the crash 

scene, OR   
A TOW-AWAY:    Any motor vehicle (truck or truck combination, bus, car, etc.) disabled as a result of the crash and transported 

away from the scene by a tow truck or other vehicle. 
 
THEN COMPLETE THIS SUPPLEMENT FOR EACH OF THE FOLLOWING INVOLVED 
VEHICLES: 
 

1. Any truck having a gross vehicle weight rating (GVWR) of more than 10,000 pounds or a gross combination weight rating 
(GCWR) over 10,000 pounds used on public highways, 

2. Any motor vehicle with seats to transport nine (9) or more people, including the driver’s seat, 
3. Any vehicle displaying a hazardous materials placard (regardless of weight).      

 Vehicle Configuration  
 
 
 

 Cargo Body Type  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 




